uni QNB

@
Sl Straight running

chains

Pitch 25.4 mm (1.00 in.)

uni QNB - strong and reliable

depalletizers, accumulation tables
and incline case conveyors

The uni QNB is developed with focus
on optimizing strength, regidity and
wear life. The belt is unique thanks
to its strength and reliability. The
chamfered edges provide easy side
transfer and eliminate catch points.

e Can manufacturing applications
including palletizers, mass handling
and accumulation tables

e Corrugated applications including

downstacker, corrugator take off,
transfer car and WIP storage

The uni QNB belt has increased e Tire applications including wigwag,

performance in the following
industries/applications:

e Bakery applications including pan
handling and incline/decline box
or pan applications

e Meat or poultry applications
including packaging lines and
incline box conveyors

e Beverage applications including

extruder takeaway and inspection
applications

e Material handling applications

including incline applications,
palletizers and packaging lines

New generation 45
Standard

Product features and operational
benefits:

e Strong, bi-directional belt for
long conveyors

* Rough Top non-slip surface for
increased worker safety

¢ Unique locking system for
easy maintenance

¢ Unique sprocket engagement
reducing pulsation and increasing
load capacity

¢ Unique Rubber Top eliminating
wear and increasing friction
properties on incline/decline
applications
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Standard Selection

Straight running

25.4 mm (1.00 in.)
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uni QNB C uni QNB Rough uni QNB Rubber Top

@5 mm (0.20 in.)

Patent pending
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See page 8
Dimenisonal sketches for
Rubber Top see page 50.
40 mm (1.6 in.)
uni QNB C TAB K150/200 See page 49
Dimensional Sketches See page 172
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SLO C G
uni QNB C TAB K200
Dimensions
mm in. mm in. mm in.
A 30.3 1.19 F 0.8 0.03 N 6.2 0.24
B 4.5 0.18 G 421 1.66 P 25.4 1.00
C 4.2 0.17 L 4.4 0.17 T 8.8 0.35
D 29.9 1.18 M 4.8 0.19 - - -

SLO = Single Link only
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Standard Materials and Colors

Type Standard materials Ste.mdard pin
and colors materials and colors
uni QNB C rom-stk BN /) VX D |
PP B w 4 Pa6s [N
uni QNB Rough pom-stF [N /T D |
uni QNB Rubber Top PP | B IENER « | 4 pa6s [N
uni QNB C K150 | C TAB K150 pom-stk [EN VX D |
PP [ B | A paee [N
uni QNB C K200 | C TAB K200 pom-stk [IEN 4 enes B
PP B /X D |
Alternative pin materials and colors. See page 46.
Standard Bricklayed Belt Widths (See below for Single Link® widths)
mm in. mm in. mm in. mm in. mm in. mm in. mm in.
38 1.5 381 15.0 839 33.0 1296 51.0 1754 69.0 2211 87.1 2669 105.1
51 2.0 458 18.0 915 36.0 1372 54.0 1830 72.0 2288 90.1 2745 108.1
76 3.0 534 21.0 991 39.0 1449 57.0 1906 75.1 2364 93.1 2821 111.1
153 6.0 610 24.0 1068 42.0 1525 60.0 1983 78.1 2440 96.1 2898 114.1
229 9.0 686 27.0 1144 45.0 1601 63.0 2059 81.1 2516 99.1 2974 117.1

305 12.0 763 30.0 1220 48.0 1678 66.0 2135 84.1 2593 102.1 3050 120.1

On above belt width values, the belt width tolerance on standard materials is +0/-0.4% at 23°C/73°F.

uni QNB Single Link®

uni QNB Single Link® is available in the following standard widths:

K150 (37.8 mm (1.49 in.))
K200 (50.5 mm (1.99 in.))

K300 (75.8 mm (2.98 in.))

K600 (152.0 mm (5.98 in.))

uni QNB Single Link® standard materials and colors see above

uni QNB Single Link® Belt Widths

Belt tvoe and widths K150 K200 K300 K600
yp 37.8 mm (1.49 in.) 50.5 mm (1.99 in.) 75.8 mm (2.98 in.) 152.0 mm (5.98 in.)

uni QNB C SLO SLO X X

uni QNB C TAB SLO SLO

uni QNB Rough
uni QNB Rubber Top

SLO | =Single Link only
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Belt Weights
Belt material POM-SLF
Pin material PAG6.6
kg/m2
uni QNB C | uni QNB Rough 8.4
uni QNB Rubber Top =
Weights
Belt material POM-SLF
Pin material PAG6.6
kg/m
uni QNB C K150 0.6
uni QNB C TAB K150 0.5
uni QNB C K200 0.6
uni QNB C TAB K200 0.6
Permissible Tensile Strength
Belt material POM-SLF
Pin material PA6.6
N/m
uni QNB C | uni QNB Rough 35000
uni QNB Rubber Top -
Permissible Tensile Strength
Belt material POM-SLF
Pin material PAG6.6
N
uni QNB C | uni QNB C TAB K150 1000

uni QNB C | uni QNB C TAB K200 1500

Ib/ft2
1.72

Ib/ft
0.40
0.34
0.40
0.40

Ibf/ft
2398

Ibf
225
337

New generation

Standard
PP
PAG6.6
kg/m2
54
7.0
PP
PA6.6
kg/m
0.4
0.4
0.4
0.4
PP
PA6.6
N/m
20000
20000
PP
PA6.6
N
580
860

438

Ib/ft2
1.1
1.43

Ib/ft
0.27
0.27
0.27
0.27

Ibf/ft
1370
1370

Ibf
130
193
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Standard Sprockets

No. of
teeth

Pitch diameter

mm

82.2

98.1

122.2

146.3

154.3

in.

3.24

3.86

4.81

5.76

6.07

* Minimum/maximum round bore.

Overall diameter

mm

80.3

96.8

121.5

146.1

154.2

uni QNB
Straight running

in.

3.16

3.81

478

5.75

6.07

Placement of Wearstrips and Sprockets

No.
of
teeth

10
12
15
18
19

Minimum
B-dimension

mm
45.5
535
65.5
77.5
81.6

in.
1.79
2.11
2.58
3.05
3.21

Wearstrip
distance A
mm in.
34.7 1.37
43.0 1.69
55.3 2.18
67.6 2.66
71.7 2.82

Hub diameter

mm

65.0

70.0

70.0

100.0

104.0

70.0

120.0

104.0

70.0

120.0

in.

2.56

2.76

2.76

3.94

4.09

2.76

4.72

4.09

2.76

4.72

New generation 49

Standard
Bore Reference no.
mm in. plastic

218.0/40.0* @0.71/1.57* 143PA6QNB10211LGO0

sq 38.1 sq 1.50 143PA6QNB10211N00I150S

sq 40.0 sq 1.57 143PA6QNB10211LGOOMO40S
218.0/40.0* ©0.71/1.57* 143PA6QNB12211LG00

sq 38.1 sq 1.50 143PA6QNB12211N00IT50S

sq 40.0 sq 1.57 143PA6QNB12211NOOMO040S
218.0/40.0* 0.71/1.57* 143PA6QNB15211NOO

sq 38.1 sq 1.50 143PA6QNB15211NO0I150S

sq 40.0 sq 1.57 143PA6QNB15211NOOMO40S
240.0/70.0* @1.57/2.76* 143PA6QNB15211NO1

sq 63.5 sq 2.50 143PA6QNB15211LG0O11250S

sq 60.0 sq 2.36 143PA6QNB15211NOOMO60S
218.0/40.0* 0.71/1.57* 143PA6QNB18211N0OO

sq 38.1 sq 1.50 143PA6QNB18211N00I150S

sq 40.0 sq 1.57 143PA6QNB18211NO0MO40S
240.0/g70* ©1.57/2.76* 143PA6QNB18211NO1

sq 63.5 sq 2.50 143PA6QNB18211N00I250S

sq 60.0 sq 2.36 143PA6QNB18211NOOMO60S
218.0/40.0* ©0.71/1.57* 143PA6QNB19211N0OO

sq 38.1 sg 1.50 143PA6QNB19211N00I150S

sq 40.0 sq 1.57 143PA6QNB19211NOOMO40S
240.0/70.0* @1.57/2.76* 143PA6QNB19211LG0O0

sq 60.0 sq 2.36 143PA6QNB19211LGOOMO60S

ToLToLT0)

Other sprocket sizes are available upon request. Two-part sprockets are available upon request.

Width of sprockets: 25.0 mm (0.98 in.)
Tooth width: 10.0 mm (0.39 in.)
Standard material: PA6
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Max. Load per Sprocket

POM-SLF PP
Belt material
N Ibf N Ibf
uni QNB 2300 517 1300 292
Accessories | Product Support Dimensional Sketch
Running direction
Minimum bricklayed indent is for
H uni QNB product support 25.4 mm
(1.00 in.).
Increment: 25.4 mm (1.00 in.).
uni QNB Product Support uni QNB Product Support
Standard Materials, Colors and Dimensions
H Width Standard materials & colors
mm in. Type mm in. POM-SLF PP-I
25.4 1.00 K600 152.0 5.98 B B w

Dimensional Sketches for Rubber Top

Dimensions
mm in.
A 7.3 0.29
B 14.9 0.58

C 83.5 3.29






