
32New generation 
Standard

uni S-MPB
Straight running

Pitch 25.4 mm (1.00 in.)

uni S-MPB – strong and cleanable 
1 in. pitch belt

The uni S-MPB belt is a strong and 
cleanable belt used in various food 
applications. The reinforcement 
bar on the underside ensures high 
impact resistance. The uni S-MPB 
belt is available in the unique uni 
Single Link® belt with a (no bricklay) 
uni Single Link® product support for 
optimal cleaning. Nonstick version 
ensure product release from the belt.

The uni S-MPB belt is the 
preferred belt in the following 
industries/applications:

• Meat applications (beef & pork) 
   including fat/trim lines, cutting 
   lines, general conveyance, tray 
   conveying and packaging lines

• Fruit & vegetable applications 
   including elevators, inspection 
   tables and packaging lines

• Seafood applications including 
   inspection tables, grading lines 
   and trim lines

• Bakery applications including  
   raw dough handling, cooling 
   lines and packing lines

Product features and operational 
benefits:

• Easy to clean uni Single Link® belt  
   reducing downtime for cleaning 
   with up to 70%

• uni Single Link® belt (no bricklay) 
   reducing bacteria growth

• uni Single Link® eliminating knives 
   sticking in belt seams

• Unique lockpin system providing 
   faster and simpler maintenance

• Unique sprocket engagement 
   enabling high product load and 
   longer conveyors

• Strong and thick uni Single Link® 
   product supports eliminating gaps 
   for product traps

• Close transfer applications
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New generation 
Standard

uni S-MPB
Straight running

Standard Selection

uni S-MPB C

uni S-MPB 22% CS 

uni S-MPB N uni S-MPB NE
Indent is 38.6 mm (1.52 in.)

Dimensional Sketches

uni S-MPB C uni S-MPB 22% CS uni S-MPB N | uni S-MPB NE

Materials

25.4 mm (1.00 in.)

See page 8 

See page 37 

See page 172 

23 mm (0.91 in.)

Patent Patent pending

Straight running

Dimensions

in.

Running directio
n

Running directio
n

ø5 mm (0.20 in.)Running directio
n

Running directio
n

Accessories

See page 36 

uni S-MPB C TABuni S-MPB C TAB

Alternatives

uni S-MPB C TAB Rubber Top

See page 169 

in. in.

See page 36 

= Single Link only
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Standard Bricklayed Belt Widths (See next page for Single Link® widths) 

in. in. in. in. in.

On above belt width values, the belt width tolerance on standard materials is +0/-0.4% at 23°C/73°F.

Standard Materials and Colors

  Type
Standard materials 

and colors
Standard pin 

materials and colors

  uni S-MPB C 

  uni S-MPB 22% CS

  uni S-MPB N

  uni S-MPB NE

New generation 
Standard

uni S-MPB
Straight running

  uni S-MPB C

Belt Weights

  Belt material POM-DI

  Pin material PA6.6

PP

PA6.6

PE-I

PA6.6

kg/m2 lb/ft2 kg/m2 lb/ft2 kg/m2 lb/ft2

  uni S-MPB N

  uni S-MPB NE

  uni S-MPB C TAB

  uni S-MPB C TAB Rubber Top

  uni S-MPB 22% CS

Alternative pin materials and colors. See page 33.
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New generation 
Standard

uni S-MPB
Straight running

uni S-MPB Single Link®

uni S-MPB Single Link® is available in the following standard widths:

K300 (75.9 (2.99 in.))

K600 (151.9 (5.98 in.))

K2000 (506.7 (19.95 in.))

  Belt type and widths
K2000 

506.7 mm (19.95 in.) 
K600

151.9 mm (5.98 in.) 
K300  

75.9 mm (2.99 in.)

  uni S-MPB C 

  uni S-MPB N

  uni S-MPB NE

uni S-MPB Single Link® Belt Widths

  uni S-MPB C TAB

  uni S-MPB C TAB Rubber Top

  uni S-MPB 22% CS

K725 
184.2 mm (7.25 in.) 

K725 (184.2 (7.25 in.))

uni S-MPB SLO Standard Materials and Colors

  uni S-MPB C 

= Single Link only

  uni S-MPB C TAB Rubber Top

  uni S-MPB C TAB

uni S-MPB C TAB Rubber Topuni S-MPB Single Link® | 

uni S-MPB C TAB

  uni S-MPB C Rubber Top

  uni S-MPB C Rubber Top

Alternative pin materials and colors. See page 33.
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Standard Bricklayed Belt Widths (See next page for Single Link® widths) 

in. in. in. in. in.

On above belt width values, the belt width tolerance on standard materials is +0/-0.4% at 23°C/73°F.

Standard Materials and Colors

  Type
Standard materials 

and colors
Standard pin 

materials and colors

  uni S-MPB C 

  uni S-MPB 22% CS

  uni S-MPB N

  uni S-MPB NE

New generation 
Standard

uni S-MPB
Straight running

  uni S-MPB C

Belt Weights

  Belt material POM-DI

  Pin material PA6.6

PP

PA6.6

PE-I

PA6.6

kg/m2 lb/ft2 kg/m2 lb/ft2 kg/m2 lb/ft2

  uni S-MPB N

  uni S-MPB NE

  uni S-MPB C TAB

  uni S-MPB C TAB Rubber Top

  uni S-MPB 22% CS

Alternative pin materials and colors. See page 33.
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New generation 
Standard

uni S-MPB
Straight running

uni S-MPB Single Link®

uni S-MPB Single Link® is available in the following standard widths:

K300 (75.9 (2.99 in.))

K600 (151.9 (5.98 in.))

K2000 (506.7 (19.95 in.))

  Belt type and widths
K2000 

506.7 mm (19.95 in.) 
K600

151.9 mm (5.98 in.) 
K300  

75.9 mm (2.99 in.)

  uni S-MPB C 

  uni S-MPB N

  uni S-MPB NE

uni S-MPB Single Link® Belt Widths

  uni S-MPB C TAB

  uni S-MPB C TAB Rubber Top

  uni S-MPB 22% CS

K725 
184.2 mm (7.25 in.) 

K725 (184.2 (7.25 in.))

uni S-MPB SLO Standard Materials and Colors

  uni S-MPB C 

= Single Link only

  uni S-MPB C TAB Rubber Top

  uni S-MPB C TAB

uni S-MPB C TAB Rubber Topuni S-MPB Single Link® | 

uni S-MPB C TAB

  uni S-MPB C Rubber Top

  uni S-MPB C Rubber Top

Alternative pin materials and colors. See page 33.
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Accessoires | Product Support

uni S-MPB Product Support 
Flat

Dimensional Sketches

uni S-MPB Product Support
Flat

Standard Materials, Colors and Dimensions

Running direction

Accessories | Side Guard

Dimensional Sketch

Minimum indent to outside 
of side guards: 14.0 mm 
(0.55 in.). 
Increment: 6.4 mm (0.25 in.).

uni S-MPB Side Guard

Dimensions

in.

Standard Materials and Colors:

uni S-MPB Product Support 
13% No Cling Drain

uni S-MPB Product Support 
13% No Cling Drain

uni S-MPB Product Support 

CS Flat

uni S-MPB Product Support
CS Flat

New generation 
Standard

uni S-MPB
Straight running

Running direction

  Style Width
Indent 

both sides
Standard materials 

and colors

Typein. in.in.

  uni S-MPB Product Suppot Flat

  uni S-MPB Product Support CS Flat

  uni S-MPB Product Support 13% No Cling

Running direction Running direction
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  Belt material

  uni S-MPB C

  uni S-MPB N

  uni S-MPB NE

  uni S-MPB C TAB

  uni S-MPB C TAB Rubber Top

  uni S-MPB 22% CS

Permissible Tensile Strength

Hub diameterOverall diameterPitch diameterNo. of
teeth

Reference no. 
plastic

Bore

Width of sprockets: 25.0 mm (0.98 in.)
Tooth width: 12.7 mm (0.50 in.)
Standard material: PA6

* Minimum/maximum round bore.

Placement of Wearstrips and Sprockets

Max. Load per Sprocket

  Belt material

New generation 
Standard

uni S-MPB
Straight running

  uni S-MPB C

POM-DI PP PE-I

Other sprocket sizes are available upon request. Two-part sprockets are available upon request. 

No. 
of

teeth

Minimum 
B-dimension

Wearstrip 
distance A

in. in.

Standard Bi-directional Sprockets 

POM-DI

N/m lbf/ft N/m lbf/ft N/m lbf/ft

  Pin material PA6.6

PP

PA6.6

PE-I

PA6.6

in. in. in. in.

lbf lbflbf
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  uni S-MPB NE

  uni S-MPB C TAB

  uni S-MPB C TAB Rubber Top

  uni S-MPB 22% CS

Permissible Tensile Strength

Hub diameterOverall diameterPitch diameterNo. of
teeth

Reference no. 
plastic

Bore

Width of sprockets: 25.0 mm (0.98 in.)
Tooth width: 12.7 mm (0.50 in.)
Standard material: PA6

* Minimum/maximum round bore.

Placement of Wearstrips and Sprockets

Max. Load per Sprocket

  Belt material

New generation 
Standard

uni S-MPB
Straight running

  uni S-MPB C

POM-DI PP PE-I

Other sprocket sizes are available upon request. Two-part sprockets are available upon request. 

No. 
of

teeth

Minimum 
B-dimension

Wearstrip 
distance A

in. in.

Standard Bi-directional Sprockets 

POM-DI

N/m lbf/ft N/m lbf/ft N/m lbf/ft

  Pin material PA6.6

PP

PA6.6

PE-I

PA6.6

in. in. in. in.

lbf lbflbf




