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uni SNB M2 – the unique  
Open Top and Rib Top Belt

The new uni SNB M2 20%  
(Closed hinges) offers improved  
cleanability combined with high 
strength properties. The flat surface 
of the uni SNB M2 20% allows for 
gentle transport of sensitive products 
and an open surface for airflow or 
drainage. The uni SNB M2 belt may 
be used with uni SNB M2 Single 
Link® mold-to-width chains in 
de-combiners or combiners to  
increase conveyor speed and pro- 
duct throughput. The uni SNB M2 
34% (Radius Top Surface) is unique 
in dry accumulation applications. 

The uni SNB M2 belt increases 
performance in the following 
industries/applications:

• Meat applications including 
   microwaves, cooling and 
   freezing lines

• Fruit & vegetable applications 
   including de-watering lines, 
   cooling and freezing lines

• Pasta applications including 
   blanchers, pasteurizers and 
   cooling lines

• Beverage applications including 
   accumulating tables, infeed to 
   packaging, pasteurizers and 
   palletizers

• Can manufacturing applications 
   including accumulation tables, 
   mass handling and palletizers

Product features and operational 
benefits:
 
• Less friction and product contact 
   for easy cooking, cooling and 
   freezing of products

• Radius top surface reducing back 
   line pressure with up to 70%

• Reduced dirt and oxide build up 
   thanks to self cleaning surface

• Unique lockpin locking system
   enabling easy assembly and  
   less downtime 

• Finger plates for trouble 
   free transfer

Pitch 25.4 mm (1.00 in.)

New generation 
Standard
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Straight running

uni SNB M2 20%

Standard Selection

uni SNB M2 34%
uni SNB M2 20%

uni SNB M2 34%

Dimensions

Dimensional Sketches

uni SNB M2 34% Rib 

in.

uni SNB M2 20% Rubber Top

uni SNB M2 34% Rib uni SNB M2 20% Rubber Top

uni SNB M2 34% TAB

New generation
Standard

Running directio
n

Running directio
n

Running directio
n

Running directio
n

25.4 mm (1.00 in.)

See page 8 

See page 44 

See page 172 

30 mm (1.2 in.)

Patented

Straight running

ø5 mm (0.20 in.)

uni SNB M2 20% TAB

Accessories

See page 12

Alternatives

See page 43 

See page 42 

Round Pin only for uni SNB M2 34% and uni SNB M2 
34% Rib. Not 20% belt surface opening.

Materials

Patent

= Single Link only
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Standard Materials and Colors

  Type
Standard materials 

and colors
Standard pin 

materials and colors

Standard Bricklayed Belt Widths (See next page for Single Link® widths)

On above belt width values, the belt width tolerance on standard materials is +0/-0.4% at 23°C/73°F.

New generation
Standard

  uni SNB M2 34%

  uni SNB M2 34% Rib

  uni SNB M2 20% Rubber Top

in. in. in. in.

  uni SNB M2 20%

Alternative pin materials and colors: See page 39.
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  Belt type and widths

uni SNB M2 Single Link® Belt Widths

= Single Link only

1/ Indent: 7.5 mm (0.30 in.)
2/ Indent: 36.4 mm (1.43 in.)

  uni SNB M2 20% 

  uni SNB M2 34% 

  uni SNB M2 34% TAB

  uni SNB M2 34% Rib

  uni SNB M2 20% TAB 

  uni SNB M2 20% Rubber Top 

  uni SNB M2 20% TAB Rubber Top 

New generation 
Standard

uni SNB M2 Single Link®

uni SNB M2 20%
uni SNB M2 20% TAB 

uni SNB M2 34% TAB 

uni SNB M2 20% Rubber Top
uni SNB M2 20% TAB Rubber Top

uni SNB M2 20% TAB

uni SNB M2 Single Link® is available in the following standard widths:

K300 (75.9 mm (2.99 in.))

K325 (82.3 mm (3.24 in.))

K335 (85.0 mm (3.35 in.))

K450 (114.3 mm (4.50 in.))

K600 (152.1 mm (5.99 in.))

K750 (189.4 mm (7.46 in.))

K1200 (304.5 mm (11.99 in.))

Standard Materials and Colors

  Type
Standard materials 

and colors
Standard pin 

materials and colors

  uni SNB M2 34 TAB

  uni SNB M2 20%

  uni SNB M2 20% TAB

  uni SNB M2 20% Rubber Top

  uni SNB M2 20% TAB Rubber Top

uni SNB M2 Single Link® standard materials and colors see page 39

Alternative pin materials and colors. See page 39.
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  Belt type and widths

uni SNB M2 Single Link® Belt Widths

= Single Link only

1/ Indent: 7.5 mm (0.30 in.)
2/ Indent: 36.4 mm (1.43 in.)

  uni SNB M2 20% 

  uni SNB M2 34% 

  uni SNB M2 34% TAB

  uni SNB M2 34% Rib
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  uni SNB M2 20% Rubber Top 
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New generation 
Standard

uni SNB M2 Single Link®

uni SNB M2 20%
uni SNB M2 20% TAB 

uni SNB M2 34% TAB 

uni SNB M2 20% Rubber Top
uni SNB M2 20% TAB Rubber Top

uni SNB M2 20% TAB

uni SNB M2 Single Link® is available in the following standard widths:

K300 (75.9 mm (2.99 in.))

K325 (82.3 mm (3.24 in.))

K335 (85.0 mm (3.35 in.))

K450 (114.3 mm (4.50 in.))

K600 (152.1 mm (5.99 in.))

K750 (189.4 mm (7.46 in.))

K1200 (304.5 mm (11.99 in.))

Standard Materials and Colors

  Type
Standard materials 

and colors
Standard pin 

materials and colors

  uni SNB M2 34 TAB

  uni SNB M2 20%

  uni SNB M2 20% TAB

  uni SNB M2 20% Rubber Top

  uni SNB M2 20% TAB Rubber Top

uni SNB M2 Single Link® standard materials and colors see page 39

Alternative pin materials and colors. See page 39.
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K600 152.1 5.992.0050.8  Product Support Flat/No Cling

K600 152.1 5.993.0076.2  Product Support Flat/No Cling

K600 152.1 5.994.00101.6  Product Support Flat/No Cling
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uni SNB M2
Straight running

Accessories | Product Support

uni SNB M2 20%  
Product Support

Dimensional Sketch

No Cling on one side and Flat on the other side.

H
  Style

Width Standard materials & colors

Standard Materials, Colors and Dimensions

* Product Support on 1 in. (25.4 mm) are cut down from 2 in. (50.8 mm).

New generation 
Standard

  Belt material

  uni SNB M2 34% 

kg/m2

  uni SNB M2 34% Rib

  uni SNB M2 20%

  uni SNB M2 20% Rubber Top 

Belt Weights

Permissible Tensile Strength

  uni SNB M2 34% 

  uni SNB M2 34% Rib

  uni SNB M2 20%

  uni SNB M2 20% Rubber Top 

  Pin material PA6.6

lb/ft2 kg/m2 lb/ft2 kg/m2 lb/ft2

PP

PA6.6

PE

PA6.6

  Belt material

  Pin material PA6.6

PP

PA6.6

PE

PA6.6

Running direction

in. Type in.

lbf/ft lbf/ft lbf/ft

uni SNB M2 20% Product Support Micro

Running direction

uni SNB M2 with Rollers

Roller 
ø12 x 5.5 mm (ø0.5 x 0.2 in.)

Dimensions

A min.

in.

Standard Materials 

POM-D, PP, PA6.6 and  
Roller Material POM-D

MTO Selection

Indent: 7 mm (0.28 in.)

43

B

C

D

A

165.0

  95.0

  51.0

   2.5

mm

6.50

3.74

2.01

E 152.1 5.99

F 100.0 3.94

G   12.0 0.47

H   10.3 0.41

I   76.0 3.00

J     6.0 0.24

M  135.0 5.31

N   23.0 0.91

O   57.0 2.24

0.10

K

A

G F E

N

O

M

A

G

I E

D

C

B

J

uni SNB M2
Straight running

Accessories | Finger Plate

Snap-On
Cover Caps

Snap-On
Cover Caps

uni SNB M2 Finger Plate Type 2

uni SNB M2 Finger Plate Type 2S

POM-EC

Only available in POM-EC black

All uni-chains belt systems are 
available in a raised rib version 
can be supplied with matc  h ing 
finger plates, also called combs. 
The finger plates are supplied 
with cover caps which can be 
attached when the finger plate 
has been installed. The cover 

New generation 
Standard

in.

Dimensions

Slider

Standard Material and Color

caps may be removed by using a 
screwdriver that can be in serted 
between the cover and finger 
plates.

In order to adjust to belt width 
variations caused by temperature 
fluctuations, a slider facilitates 

the sideways movement of the 
finger plates (finger plate type 2).
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Standard Sprockets 

Hub diameterOverall diameterPitch diameterNo. of
teeth

Reference no. 
plastic

Bore

* Minimum/maximum round bore.

Other sprocket sizes are available upon request. Two-part sprockets are available upon request.

Width of sprockets: 25.0 mm (0.98 in.)
Tooth width: 6.0 mm (0.24 in.)
Standard material: PA6

Placement of Wearstrips and Sprockets

POM

Max. Load per Sprocket

  Belt material

  uni SNB M2

New generation 
Standard

in. in. in. in.

No. 
of

teeth

Minimum 
B-dimension

Wearstrip 
distance A

in. in.

PP

lbf lbf

45

Pitch 25.4 mm (1.00 in.)

uni QNB
Straight running

uni QNB – strong and reliable

The uni QNB is developed with focus 
on optimizing strength, regidity and 
wear life. The belt is unique thanks 
to its strength and reliability. The 
chamfered edges provide easy side 
transfer and eliminate catch points.

The uni QNB belt has increased 
performance in the following 
industries/applications:

• Bakery applications including pan 
   handling and incline/decline box 
   or pan applications

• Meat or poultry applications 
   including packaging lines and 
   incline box conveyors
• Beverage applications including 

   depalletizers, accumulation tables 
   and incline case conveyors

• Can manufacturing applications 
   including palletizers, mass handling 
   and accumulation tables

• Corrugated applications including 
   downstacker, corrugator take off, 
   transfer car and WIP storage

• Tire applications including wigwag, 
   extruder takeaway and inspection 
   applications

• Material handling applications 
   including incline applications, 
   palletizers and packaging lines

Product features and operational 
benefits:

• Strong, bi-directional belt for  
   long conveyors

• Rough Top non-slip surface for 
   increased worker safety

• Unique locking system for  
   easy maintenance

• Unique sprocket engagement 
   reducing pulsation and increasing 
   load capacity

• Unique Rubber Top eliminating 
   wear and increasing friction 
   properties on incline/decline 
   applications

New generation 
Standard




