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Pitch 63.5 mm (2.50 in.)

uni XLB M2 - the strongest belt The uni XLB M2 (Closed Top, Product features and operational
in the “uni-Verse” Rough Top and V-Shape) belts benefits:
have increased performance
uni XLB M2 2.5 in. pitch, straight in the following industries/ ¢ No lubrication required
running belt is designed for heavy applications: ¢ Reduced horsepower thanks
duty conveyors. It is perfect belt to to low friction materials
replace steel slat top chains, drag e Automotive applications including e Reduced downtime thanks
chalns and other technologies used skid conveyors, manrider belts, to easy maintenance
for high wear or heavy duty car conveyors, leak tests ,
applications. ¢ Reduced noise level

e Carwash applications including _
carwash and interior detailing * Extreme wear and impact
areas resistance

e Unique sprocket engagement
enabling long conveyors with
reduced pulsation

e Material handling applications
including pallet handling and
moving large paper rolls

 Meat (beef & pork) applications * Rough top surface reducing

including shackle tables and slippage and providing safe
gam tables movements
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Standard Selection

uni XLB M2 C

uni XLB M2

Straight running
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uni XLB M2 C Rough

uni XLB M2 V8

Dimensional Sketches
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uni XLB M2 15% Rough

ONDEE

uni XLB M2 C Rough

Standard Materials and Colors

Type
uni XLB M2 C
uni XLB M2 C Rough

uni XLB M2 15% Rough
uni XLB M2 V8

Alternative pin materials and colors:

Standard materials

and colors

rom-nLAs |EY
VRV K |
pom-NLAS [EH
pom-NLAS [EY

POM-D

uni XLB M2 15% Rough

Standard pin

PA6.6

2
2
4

PA6.6
PA6.6

// PA6.6
// PA6.6
PAG.6 | N |

Standard Bricklayed Belt Widths (See next page for Single Link® widths)

mm in. mm
100 3.9 501
200 7.9 601
301 11.8 701
401 15.8 801

in.
19.7
23.7
27.6
31.5

mm
902
1002
1102
1202

in. mm
35.5 1302
39.4 1402
43.4 1503
47.3 1603

in.
51.3
55.2
59.2
63.1

mm
1703
1803
1903
2003

N
N
N
N

N

in.

67.0 2104
71.0 2204
74.9 2304
78.9 2404

On above belt width values, the belt width tolerance on standard materials is +0/-0.4% at 23°C/73°F.

New generation
Standard

Straight running

63.5 mm (2.50 in.)

@10 mm (0.39 in.)

See page 8

100 mm (3.9 in.)

See page 104

See page 172

Alternatives

PA6.6 | N | [ss304
Accessories
See page 105
Dimensions
mm
L 15.0
P 63.5
S 1.5
T 30.0
z 8.0

materials and colors

$5304

82.8
86.8
90.7
94.6

Standard lock
materials and colors

[~ PP
[~ PP
[~ PP
[~ PP
[~ PP
mm In
2504 986
2604 102.5
2705  106.5
2805 110.4

2905
3005
3105
3205

102

0.59
2.50
0.06
1.18
0.31

114.4
118.3
122.3
126.2
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uni XLB M2 Single Link®

uni XLB M2 Single Link® is available in the following standard widths:

K318 (81.1 mm (3.19in.)) (uni XLB M1)

K400 (100.1 mm (3.94 in.)

K800 (200.2 mm (7.88 in.))

uni XLB M2 Single Link® standard materials and colors see page 102.

uni XLB M2 Single Link® Belt Widths

Belt type and widths 81 .1K:'11r: ((;VI 113 in.) 100.1 ;;0(2.94 in.) 200.2 nln(:mo(g.ss in.)
uni XLB M2 C SLO X X
uni XLB M2 C Rough X X
uni XLB M2 15% Rough X X
uni XLB M2 V8 X
SLO | =Single Link only
Belt Weights
Belt material POM-NL | POM-NLAS
Pin material PA6.6 SS
kg/m2 Ib/ft2 kg/m2 Ib/ft2
uni XLB M2 31.0 6.35 40.8 8.36
uni XLB M2 V8 33.9 6.94 42.3 8.66
Permissible Tensile Strength
Belt material POM-NL | POM-NLAS
Pin material PA6.6 SS
N/m Ibf/ft N/m Ibf/ft

uni XLB M2 90000 6210 100000 6900
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Standard Bi-directional Sprockets for uni XLB M2

Pitch diameter

No. of

teeth T ™
10 205.5 8.09
13 265.3 10.44
15 305.4 12.02
20 405.9 15.98

* Minimum/maximum round bore.

Overall diameter

mm

202.6

264.4

305.9

407.1

uni XLB
Straight running

in.

7.98

10.41

12.04

16.03

Placement of Wearstrips and Sprockets

No. Minimum Wearstrip
of B-dimension distance A
teeth . .
in. mm in.
10 117.7 4.63 82.7 3.26
13 147.7 5.81 113.8 4.48
15 168.0 6.61 134.7 5.30
20 218.0 8.58 185.5 7.30

uni XLB M2 Sprocket

Max. Load per Sprocket

uni XLB M2

Hub diameter

mm

70.0

100.0

100.0

155
235
135
255
150
150.0
195.0
220.0

360

in.

2.76

3.94

3.94

6.10
9.25
5.31
10.04
5.91
5.91
7.68
8.66

14.17

uni XLB M2 Sprocket (M)

Standard
Bore
mm in.
218.0/60.0* ©0.71/2.36*
sq 38.1 sq 1.50
sq 40.0 sq 1.57
241.0/90.0* @1./3.54*
sq 63.5 sq 2.50
sq 50.8 sq 2.00
sq 60.0 sq 2.36
sq 90.0 sq 3.54
218.0/200.0* @0.71/7.87*
sq 76.2 sq 3.00
270.0/250.0* @2.76/9.84*
sq 63.5 sq 2.50
sq 90.0 sq 3.54
sq 120.0 sq 4.72
sq 140.0 sq 5.51
270.0/350  ©2.76/13.78
sq 38.1 sg 1.50
sq 50.8 sg 2.00
sq 63.5 sg 2.50
sq 40.0 sq 1.57
sq 60.0 sq 2.36
JoLJo10)
N
12000
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Reference no.
plastic

733PA6XLB10221N0OO
733PA6XLB10221N0O0I150S
733PA6XLB10221NOTMO040S
733PA6XLB10221LGO1
733PA6XLB10221N00I250S
733PA6XLB10221N00I200S
733PA6XLB10221NOOMO60S
733PA6XLB10221NOOMO90S
733PA6XLB13221N0OO
733PA6XLB13221LG00I300S
733PA6XLB15221N0OO
733PA6XLB15221N00I250S
733PA6XLB15221LGOOMO90S
733PA6XLB15221LGOOM120S
733PA6XLB15221LGOOM140S
733PA6XLB20221NOO
733PA6XLB20221N00I150S
733PA6XLB20221N00I200S
733PA6XLB20221N00I250S
733PA6XLB20221NOOMO40S
733PA6XLB20221NOOMO60S

Other sprocket sizes are available
upon request.

Two-part sprockets are available
upon request.

Width of sprockets: 33.0 mm (1.30 in.)
Tooth width: 16.0 mm (0.63 in.)
Standard material: PA6

Ibf
2700
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Accessories | Product Support | Car Pusher
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uni XLB M2 Product Support uni XLB M2 Car Pusher
Dimensional Sketches
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uni XLB M2 Product Support uni XLB M2 Car Pusher

Dimensions
mm in.
R 18.1 0.71
S 32.0 1.26
T 9.0 0.35

Standard Materials, Colors and Dimensions

H Width Standard materials & colors
sl mm in. mm in. POM-DK POM-D UV
uni XLB M2 Product Support 12.5 0.49 K400 101.6 4.00 Y

12.5 0.49 K800 199.6 7.86 Y

uni XLB M2 Car Pusher 35.0 1.38 K800 199.6 7.86





