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Effective Line

The KR fl exible series represents an alternative for applications 
that require space-saving and medium precision levels. It is 
available in multiple confi gurations such as solid/hollow shaft, 
single/double shaft extension, shrink disk version or fl ange option.

KR Series

Main benefi ts
• Space saving solution
• Optimized backlash
• Wide variety of confi gurations
• Optional reinforced bearings

Main features

10 - 120

• Nominal output torque (Nm)

8

• Torsional backlash (arcmin)

0.5 - 11

• Torsional stiffness (Nm)

Main options
• Input versions

MOTOR
ADAPTER

WITHOUT
MOTOR ADAPTER

Protection class
• IP65

Frame sizes

•

•

•

• 10

20

30

40

• Bearings versions

STANDARD REINFORCED

• Output shafts versions

SOLID SHAFT 
(single and 

double)

HOLLOW SHAFT
(with shrink disk)

• Service type

S1 S5

Precision Planetary Gearboxes
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14 FEATURES OF KR SERIES

Bevel helical units type KR, manufactured under the most stringent quality specifications, are designed for dynamic and accurate appli-
cations where light weight and space effectiveness are a factor.
Many options can be selected from the catalogue as far as motor adapters and output shaft configurations that facilitate the installation 
on the driven equipment.

• Available in one only backlash option (ϕS ≤ 8’)
• Single reduction: ratios i = 1, 2, 5
• Radial ball bearings (SB) are of standard supply, while taper roller bearings (HB) can be optionally specified for particularly demanding 

loading conditions
• Degree of protection IP65
• Oil seals from fluoroelastomer compound as standard
• Noise pressure level LP ≤ 70 dB(A). Conditions: distance 1 m; measured without load an input speed of n1 = 3000 min-1

• Lubrication optmized for the type of duty specified when ordering, in the absence of contamination the lubricant requires no 
periodical changes.

• Ambient temperature min -20°C, max +30°C. For temperature higher than 30°C please consider derating factor fT.

• Housing temperature must not exceed Tmax = 90°C. 

Distribution of nominal torque       Mn2 [Nm]

[i] 1 2 5

KR 010 10 7 3

KR 020 24 15 10

KR 030 55 37 22

KR 040 120 85 45

Available motor shaft bores

6 8 97
6.35 9.52 12.7 15.875 19.05

10 1211 14 15 16 1917 22 24 28

KR 010

KR 020

KR 030

KR 040

ø [mm]

duty KR 010 ... KR 040

S1 (continuous) Synthetic oil viscosity ISO VG 220

S5 (intermittent) NLGI grease consistency 00
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14.1 VERSIONS

Solid shaft
LP LPF LD LDF

single extension single extension + flange double extension double extension + flange

Hollow shaft
H HF S SF

keyed 
(KR 030...KR 040)

keyed shaft + flange 
(KR 030...KR 040)

with shrink disc with shrink disc + flange 

U VA

14.2 MOUNTING POSITIONS

14.3 COORDINATED SHAFT ROTATION
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14.4 ORDERING CODE

OUTPUT SHAFT BEARINGS

 standard

 reinforced (KR 020 ... KR 040)

SB

HB

BACKLASH

ϕS ≤ 8'STD

DUTY

 continuous duty

 intermittent duty

S1

S5

MOTOR COUPLING

 clamping deviceCD

INPUT SECTION

            motor adapter

            without motor adapter

25AH ... 180A1

FM

SERIES

KR

GEAR RATIO

1 52

VERSION

Solid shaft:

Hollow shaft: (KR 030 ... KR 040) (KR 030 ... KR 040)

LP

H

LD

S

LDF

SF

LPF

HF

MOUNTING POSITION

U VA

FRAME SIZE

010 030020 040

LUBRICANT

          standard

            food grade synthetic lubricant

–
UH1

INPUT SHAFT BORE
6 ... 28

KR 030 1 STD LP 60A CD 14 S1 U SB UH1
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14.5 TECHNICAL SPECIFICATIONS

...LP ...LD

A3 maxA2 max

R3 max
R2 max

  

R2 max A2 max A2' max R3 max A3 max A3' max

[N] [N] [N] [N] [N] [N]

KR 010 SB 1000 — 200 500 — 100

KR 020
SB 1500 — 300 750 — 150

HB 3000 1500 600 3000 1500 600

KR 030
SB 2000 — 400 1000 — 200

HB 4000 2000 800 4000 2000 800

KR 040
SB 3000 — 600 1500 — 300

HB 5500 2750 1100 5500 2750 1100

KR 010
Mn 2 Ma 2 Mp 2 Ct n1 n1 max ϕS η

[Nm] [Nm] [Nm] Nm
arcmin [min-1] [min-1] [arcmin] %

i = 1 10 14 20 0.5 2000 4000

8’ 97i = 2 7 10 15 0.4 2500 5000

i = 5 3 4 6 0.2 3000 5000

KR 030
Mn 2 Ma 2 Mp 2 Ct n1 n1 max ϕS η

[Nm] [Nm] [Nm] Nm
arcmin [min-1] [min-1] [arcmin] %

i = 1 55 75 110 4 1500 3500

8’ 97i = 2 37 52 75 3 2000 4500

i = 5 22 29 45 2 2800 4500

KR 020
Mn 2 Ma 2 Mp 2 Ct n1 n1 max ϕS η

[Nm] [Nm] [Nm] Nm
arcmin [min-1] [min-1] [arcmin] %

i = 1 24 35 50 1.4 2000 4000

8’ 97i = 2 15 21 30 1.1 2500 5000

i = 5 10 13 20 0.7 3000 5000

KR 040
Mn 2 Ma 2 Mp 2 Ct n1 n1 max ϕS η

[Nm] [Nm] [Nm] Nm
arcmin [min-1] [min-1] [arcmin] %

i = 1 120 170 240 11 1500 3500

8’ 97i = 2 85 120 170 9 2000 4500

i = 5 45 60 90 5 2500 4500

Stiffness value is referred to LP version
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14.6 MASS MOMENT OF INERTIA
14.6.1 KR 010...KR 040 with standard ball bearings - SB

KR 010
JG [kgcm2]

SB 6 ≤ D ≤ 9.52 10 ≤ D ≤ 14

i = 1

S, SF 0.52 0.52

LP, LPF 0.38 0.38

LD, LDF 0.39 0.39

i = 2

S, SF 0.27 0.29

LP, LPF 0.24 0.25

LD, LDF 0.24 0.25

i = 5

S, SF 0.20 0.21

LP, LPF 0.19 0.21

LD, LDF 0.19 0.21

KR 030
JG [kgcm2]

SB 11 ≤ D ≤ 12.7 14 ≤ D ≤ 19 22 ≤ D ≤ 24

i = 1

H, HF 4.37 4.45 4.64

S, SF 5.00 5.08 5.27

LP, LPF 4.70 4.78 4.97

LD, LDF 4.63 4.71 4.90

i = 2

H, HF 2.04 2.12 2.31

S, SF 2.20 2.28 2.47

LP, LPF 2.12 2.20 2.39

LD, LDF 2.11 2.19 2.37

i = 5

H, HF 1.47 1.55 1.74

S, SF 1.50 1.57 1.76

LP, LPF 1.48 1.56 1.75

LD, LDF 1.48 1.56 1.75

KR 040
JG [kgcm2]

SB 14 ≤ D ≤ 19 22 ≤ D ≤ 24 D = 28

i = 1

H, HF 17.19 17.37 17.77

S, SF 20.46 20.65 21.05

LP, LPF 18.21 18.40 18.80

LD, LDF 18.90 19.08 19.48

i = 2

H, HF 4.47 4.65 5.06

S, SF 5.29 5.47 5.87

LP, LPF 4.73 4.91 5.31

LD, LDF 4.90 5.08 5.48

i = 5

H, HF 5.23 5.42 5.82

S, SF 5.36 5.55 5.95

LP, LPF 5.27 5.46 5.86

LD, LDF 5.30 5.49 5.89

KR 020
JG [kgcm2]

SB 8 ≤ D ≤ 12.7 14 ≤ D ≤ 19.05

i = 1

S, SF 1.61 1.80

LP, LPF 1.34 1.52

LD, LDF 1.37 1.55

i = 2

S, SF 0.86 1.05

LP, LPF 0.80 0.98

LD, LDF 0.80 0.99

i = 5

S, SF 0.66 0.84

LP, LPF 0.64 0.83

LD, LDF 0.65 0.83
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14.6.2 KR 020...KR 040 with taper roller bearings - HB

KR 030
JG [kgcm2]

HB 11 ≤ D ≤ 12.7 14 ≤ D ≤ 19 22 ≤ D ≤ 24

i = 1

H, HF 5.48 5.56 5.75

S, SF 6.11 6.19 6.38

LP, LPF 5.81 5.89 6.08

LD, LDF 5.74 5.82 6.01

i = 2

H, HF 2.92 3.00 3.19

S, SF 3.08 3.16 3.35

LP, LPF 3.01 3.09 3.27

LD, LDF 2.99 3.07 3.26

i = 5

H, HF 1.51 1.59 1.78

S, SF 1.54 1.62 1.81

LP, LPF 1.53 1.61 1.80

LD, LDF 1.53 1.60 1.79

KR 040
JG [kgcm2]

HB 14 ≤ D ≤ 19 22 ≤ D ≤ 24 D = 28

i = 1

H, HF 18.82 19.01 19.41

S, SF 22.10 22.28 22.69

LP, LPF 19.85 20.04 20.44

LD, LDF 20.53 20.72 21.12

i = 2

H, HF 4.88 5.06 5.47

S, SF 5.70 6.28 6.28

LP, LPF 5.13 5.72 5.72

LD, LDF 5.31 5.89 5.89

i = 5

H, HF 5.30 5.48 5.89

S, SF 5.43 6.02 6.02

LP, LPF 5.34 5.93 5.93

LD, LDF 5.37 5.95 5.95

KR 020
JG [kgcm2]

HB 8 ≤ D ≤ 12.7 14 ≤ D ≤ 19.05

i = 1

S, SF 1.87 2.06

LP, LPF 1.60 1.78

LD, LDF 1.62 1.81

i = 2

S, SF 0.93 1.12

LP, LPF 0.86 1.05

LD, LDF 0.87 1.05

i = 5

S, SF 0.67 0.85

LP, LPF 0.66 0.84

LD, LDF 0.66 0.84
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5 
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6
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0.5
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45°
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Ø
 3

8

M5

3.5 Nm

KR 010... S

KR 010... LP KR 010... LPF

KR 010... SF

KR 010... LD KR 010... LDF

KR 010

56

61

8
6

N5 56

N3

Ø
 D

 F
7

30.530.5

Ø
 N

N4

N
2

Ø N1 min

Ø N1

Ø N1 max

N
4

56

1
7

3
4

17

34

12

1
9

3
8

66

1
9

3
8

12

M
4
x8

M
4
x8

N N1 N2 N3 N4 N5 Lmax

min max
25AH 6 6.35 7 8 9 9.52 – – – – – 25 39 56

65 3.5 4.5 25 25

26AH 6 6.35 7 8 9 9.52 – – – – – 26 39 56
28AH 6 6.35 7 8 9 9.52 – – – – – 28 39 56
30AH 6 6.35 7 8 9 9.52 – – – – – 30 39 56
32AH 6 6.35 7 8 9 9.52 – – – – – 32 39 56
34AH 6 6.35 7 8 9 9.52 – – – – – 34 40 56
36AH 6 6.35 7 8 9 9.52 – – – – – 36 42 56
39AH 6 6.35 7 8 9 9.52 – – – – – 39 45 56
40AH 6 6.35 7 8 9 9.52 – – – – – 40 46 56
38B 6 6.35 7 8 9 9.52 10 11 12 12.7 – 38.1 66.6 60 3 M4x10 18 25
40B 6 6.35 7 8 9 9.52 10 11 12 12.7 – 40 63 60 3 M4x10 18 25
50A 6 6.35 7 8 9 9.52 10 11 12 12.7 – 50 60 60 3 M4x10 18 25
50B 6 6.35 7 8 9 9.52 10 11 12 12.7 14 50 65 60 3 M5x12 23 30
50BH 6 6.35 7 8 9 9.52 10 11 12 12.7 14 50 65 65 3 5.5 25 32
50C 6 6.35 7 8 9 9.52 10 11 12 12.7 14 50 70 60 3 M4x10 23 30
55MH 6 6.35 7 8 9 9.52 10 11 12 12.7 – 55 80 65 2 5.5 16 23
60A 6 6.35 7 8 9 9.52 10 11 12 12.7 – 60 75 65 3 M5x12 18 25
60A1 6 6.35 7 8 9 9.52 10 11 12 12.7 14 60 75 65 3 M5x12 23 30
60B 6 6.35 7 8 9 9.52 10 11 12 12.7 14 60 85 75 3 M5x12 23 30
60C 6 6.35 7 8 9 9.52 10 11 12 12.7 14 60 90 75 3 M5x12 23 30
70A 6 6.35 7 8 9 9.52 10 11 12 12.7 14 70 85 75 3 M6x15 23 30
70B 6 6.35 7 8 9 9.52 10 11 12 12.7 14 70 90 75 5 M5x12 23 30
73A 6 6.35 7 8 9 9.52 10 11 12 12.7 14 73 98.4 85 3 M5x12 25 32
80A 6 6.35 7 8 9 9.52 10 11 12 12.7 14 80 100 85 3 M6x15 23 30

KR 010

25AH ... 80A

KR 010 1.2

14.7 DIMENSIONS

Please contact us for different motor adapters and input shaft bore.
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N N1 N2 N3 N4 N5 Lmax

min max
25AH 6 6.35 7 8 9 9.52 – – – – – 25 39 56

65 3.5 4.5 25 25

26AH 6 6.35 7 8 9 9.52 – – – – – 26 39 56
28AH 6 6.35 7 8 9 9.52 – – – – – 28 39 56
30AH 6 6.35 7 8 9 9.52 – – – – – 30 39 56
32AH 6 6.35 7 8 9 9.52 – – – – – 32 39 56
34AH 6 6.35 7 8 9 9.52 – – – – – 34 40 56
36AH 6 6.35 7 8 9 9.52 – – – – – 36 42 56
39AH 6 6.35 7 8 9 9.52 – – – – – 39 45 56
40AH 6 6.35 7 8 9 9.52 – – – – – 40 46 56
38B 6 6.35 7 8 9 9.52 10 11 12 12.7 – 38.1 66.6 60 3 M4x10 18 25
40B 6 6.35 7 8 9 9.52 10 11 12 12.7 – 40 63 60 3 M4x10 18 25
50A 6 6.35 7 8 9 9.52 10 11 12 12.7 – 50 60 60 3 M4x10 18 25
50B 6 6.35 7 8 9 9.52 10 11 12 12.7 14 50 65 60 3 M5x12 23 30
50BH 6 6.35 7 8 9 9.52 10 11 12 12.7 14 50 65 65 3 5.5 25 32
50C 6 6.35 7 8 9 9.52 10 11 12 12.7 14 50 70 60 3 M4x10 23 30
55MH 6 6.35 7 8 9 9.52 10 11 12 12.7 – 55 80 65 2 5.5 16 23
60A 6 6.35 7 8 9 9.52 10 11 12 12.7 – 60 75 65 3 M5x12 18 25
60A1 6 6.35 7 8 9 9.52 10 11 12 12.7 14 60 75 65 3 M5x12 23 30
60B 6 6.35 7 8 9 9.52 10 11 12 12.7 14 60 85 75 3 M5x12 23 30
60C 6 6.35 7 8 9 9.52 10 11 12 12.7 14 60 90 75 3 M5x12 23 30
70A 6 6.35 7 8 9 9.52 10 11 12 12.7 14 70 85 75 3 M6x15 23 30
70B 6 6.35 7 8 9 9.52 10 11 12 12.7 14 70 90 75 5 M5x12 23 30
73A 6 6.35 7 8 9 9.52 10 11 12 12.7 14 73 98.4 85 3 M5x12 25 32
80A 6 6.35 7 8 9 9.52 10 11 12 12.7 14 80 100 85 3 M6x15 23 30

KR 010

25AH ... 80A

KR 010 1.2
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Ø N1

N N1 N2 N3 N4 N5 Lmax

40B1 8 9 9.52 11 12 12.7 14 – – – – – 40 63 80 4 M4x10 34 40
45A 8 9 9.52 11 12 12.7 – – – – – – 45 63 80 4 M4x10 34 40
50B1 8 9 9.52 11 12 12.7 14 – – – – – 50 65 80 4 M5x16 34 40
50BH1 8 9 9.52 11 12 12.7 14 – – – – – 50 65 80 4 5.5 34 40
50C1 8 9 9.52 11 12 12.7 14 – – – – – 50 70 80 4 M4x10 34 40
50D 8 9 9.52 11 12 12.7 14 – – – – – 50 95 80 4 M6x10 34 40
55A 8 9 9.52 11 12 12.7 14 15.875 16 17 19 19.05 55.5 125.7 105 4 M6x16 34 40
60A2 8 9 9.52 11 12 12.7 14 – – – – – 60 75 80 4 M5x16 34 40
60AH2 8 9 9.52 11 12 12.7 14 – – – – – 60 75 90 4 5.5 34 40
60B1 8 9 9.52 11 12 12.7 14 15.875 16 – – – 60 85 80 4 M5x16 34 40
60C1 8 9 9.52 11 12 12.7 14 15.875 16 – – – 60 90 80 4 M5x16 34 40
70A1 8 9 9.52 11 12 12.7 14 15.875 16 17 19 19.05 70 85 80 4 M6x20 34 40
70AH1 8 9 9.52 11 12 12.7 14 15.875 16 17 19 19.05 70 85 90 4 6.5 34 40
70B1 8 9 9.52 11 12 12.7 14 15.875 16 17 19 19.05 70 90 80 4 M5x16 34 40
73A1 8 9 9.52 11 12 12.7 14 – – – – – 73 98.4 85 4 M5x16 34 40
80A1 8 9 9.52 11 12 12.7 14 15.875 16 17 19 19.05 80 100 90 4 M6x16 34 40
95A 8 9 9.52 11 12 12.7 14 15.875 16 17 19 19.05 95 115 100 4 M8x20 34 40
95B 8 9 9.52 11 12 12.7 14 15.875 16 17 19 19.05 95 130 115 4 M8x20 34 40
110A 8 9 9.52 11 12 12.7 14 15.875 16 17 19 19.05 110 130 115 4 M8x20 34 40
110B 8 9 9.52 11 12 12.7 14 15.875 16 17 19 19.05 110 145 120 6.5 M8x20 44 50
110B1 8 9 9.52 11 12 12.7 14 15.875 16 17 19 19.05 110 145 120 6.5 M8x20 54 60

KR 020

40B1 ... 110B1

KR 020 2.6

Please contact us for different motor adapters and input shaft bore.
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Ø N1

N N1 N2 N3 N4 N5 Lmax

40B1 8 9 9.52 11 12 12.7 14 – – – – – 40 63 80 4 M4x10 34 40
45A 8 9 9.52 11 12 12.7 – – – – – – 45 63 80 4 M4x10 34 40
50B1 8 9 9.52 11 12 12.7 14 – – – – – 50 65 80 4 M5x16 34 40
50BH1 8 9 9.52 11 12 12.7 14 – – – – – 50 65 80 4 5.5 34 40
50C1 8 9 9.52 11 12 12.7 14 – – – – – 50 70 80 4 M4x10 34 40
50D 8 9 9.52 11 12 12.7 14 – – – – – 50 95 80 4 M6x10 34 40
55A 8 9 9.52 11 12 12.7 14 15.875 16 17 19 19.05 55.5 125.7 105 4 M6x16 34 40
60A2 8 9 9.52 11 12 12.7 14 – – – – – 60 75 80 4 M5x16 34 40
60AH2 8 9 9.52 11 12 12.7 14 – – – – – 60 75 90 4 5.5 34 40
60B1 8 9 9.52 11 12 12.7 14 15.875 16 – – – 60 85 80 4 M5x16 34 40
60C1 8 9 9.52 11 12 12.7 14 15.875 16 – – – 60 90 80 4 M5x16 34 40
70A1 8 9 9.52 11 12 12.7 14 15.875 16 17 19 19.05 70 85 80 4 M6x20 34 40
70AH1 8 9 9.52 11 12 12.7 14 15.875 16 17 19 19.05 70 85 90 4 6.5 34 40
70B1 8 9 9.52 11 12 12.7 14 15.875 16 17 19 19.05 70 90 80 4 M5x16 34 40
73A1 8 9 9.52 11 12 12.7 14 – – – – – 73 98.4 85 4 M5x16 34 40
80A1 8 9 9.52 11 12 12.7 14 15.875 16 17 19 19.05 80 100 90 4 M6x16 34 40
95A 8 9 9.52 11 12 12.7 14 15.875 16 17 19 19.05 95 115 100 4 M8x20 34 40
95B 8 9 9.52 11 12 12.7 14 15.875 16 17 19 19.05 95 130 115 4 M8x20 34 40
110A 8 9 9.52 11 12 12.7 14 15.875 16 17 19 19.05 110 130 115 4 M8x20 34 40
110B 8 9 9.52 11 12 12.7 14 15.875 16 17 19 19.05 110 145 120 6.5 M8x20 44 50
110B1 8 9 9.52 11 12 12.7 14 15.875 16 17 19 19.05 110 145 120 6.5 M8x20 54 60

KR 020

40B1 ... 110B1

KR 020 2.6
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H
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Ø
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Ø
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5 Nm

KR 030... H KR 030... HF

KR 030... S

KR 030... LP KR 030... LPF

KR 030... SF

KR 030... LD KR 030... LDF

KR 030

1
2

6

N5 81

N3

Ø
 D

 F
7

44.544.5

Ø
 N

82

N4

4
5
°

Ø N1

N2

82

89

2
3

.5

4
7

23.5

47

22

3
8

7
6

1111

3
8

7
6

22

M
5
x8

M
5
x8

N N1 N2 N3 N4 N5 Lmax

50D 11 12 12.7 14 15 15.875 16 19 – – 50 95 100 5 M6x14 28 40
55A 11 12 12.7 14 15 15.875 16 19 – – 55.5 125.7 105 5 M6x16 28 40
60A2 11 12 12.7 14 15 15.875 16 19 – – 60 75 100 5 M5x14 28 40
60AH2 11 12 12.7 14 15 15.875 16 19 – – 60 75 100 5 6.5 33 40
60B1 11 12 12.7 14 15 15.875 16 19 – – 60 85 100 6.5 M5x14 28 40
70A1 11 12 12.7 14 15 15.875 16 19 – – 70 85 100 5 M6x14 28 40
70AH1 11 12 12.7 14 15 15.875 16 19 – – 70 85 100 5 6 33 40
70B1 11 12 12.7 14 15 15.875 16 19 – – 70 90 100 6.5 M5x12 28 40
80A1 11 12 12.7 14 15 15.875 16 19 – – 80 100 100 5 M6x16 28 40
80AH1 11 12 12.7 14 15 15.875 16 19 – – 80 100 100 5 6.5 28 40
95A 11 12 12.7 14 15 15.875 16 19 – – 95 115 100 5 M8x18 28 40
95A1 11 12 12.7 14 15 15.875 16 19 22 24 95 115 100 5 M8x18 38 50
95B 11 12 12.7 14 15 15.875 16 19 – – 95 130 115 5 M8x18 28 40
110A 11 12 12.7 14 15 15.875 16 19 – – 110 130 115 5 M8x18 28 40
110A1 11 12 12.7 14 15 15.875 16 19 22 24 110 130 115 6.5 M8x20 38 50
110B 11 12 12.7 14 15 15.875 16 19 22 24 110 145 120 6.5 M8x20 38 50
110B1 11 12 12.7 14 15 15.875 16 19 22 24 110 145 120 6.5 M8x20 48 60
130A 11 12 12.7 14 15 15.875 16 19 22 24 130 165 140 6.5 M10x20 38 50
130A1 11 12 12.7 14 15 15.875 16 19 22 24 130 165 140 6.5 M10x25 48 60

KR 030

50D ... 130A1

KR 030 4.6

Please contact us for different motor adapters and input shaft bore.
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5 Nm

KR 030... H KR 030... HF

KR 030... S

KR 030... LP KR 030... LPF

KR 030... SF

KR 030... LD KR 030... LDF

KR 030

1
2

6

N5 81

N3

Ø
 D

 F
7

44.544.5

Ø
 N

82

N4

4
5
°

Ø N1

N2

82
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2
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23.5

47
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3
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7
6

22

M
5
x8

M
5
x8

N N1 N2 N3 N4 N5 Lmax

50D 11 12 12.7 14 15 15.875 16 19 – – 50 95 100 5 M6x14 28 40
55A 11 12 12.7 14 15 15.875 16 19 – – 55.5 125.7 105 5 M6x16 28 40
60A2 11 12 12.7 14 15 15.875 16 19 – – 60 75 100 5 M5x14 28 40
60AH2 11 12 12.7 14 15 15.875 16 19 – – 60 75 100 5 6.5 33 40
60B1 11 12 12.7 14 15 15.875 16 19 – – 60 85 100 6.5 M5x14 28 40
70A1 11 12 12.7 14 15 15.875 16 19 – – 70 85 100 5 M6x14 28 40
70AH1 11 12 12.7 14 15 15.875 16 19 – – 70 85 100 5 6 33 40
70B1 11 12 12.7 14 15 15.875 16 19 – – 70 90 100 6.5 M5x12 28 40
80A1 11 12 12.7 14 15 15.875 16 19 – – 80 100 100 5 M6x16 28 40
80AH1 11 12 12.7 14 15 15.875 16 19 – – 80 100 100 5 6.5 28 40
95A 11 12 12.7 14 15 15.875 16 19 – – 95 115 100 5 M8x18 28 40
95A1 11 12 12.7 14 15 15.875 16 19 22 24 95 115 100 5 M8x18 38 50
95B 11 12 12.7 14 15 15.875 16 19 – – 95 130 115 5 M8x18 28 40
110A 11 12 12.7 14 15 15.875 16 19 – – 110 130 115 5 M8x18 28 40
110A1 11 12 12.7 14 15 15.875 16 19 22 24 110 130 115 6.5 M8x20 38 50
110B 11 12 12.7 14 15 15.875 16 19 22 24 110 145 120 6.5 M8x20 38 50
110B1 11 12 12.7 14 15 15.875 16 19 22 24 110 145 120 6.5 M8x20 48 60
130A 11 12 12.7 14 15 15.875 16 19 22 24 130 165 140 6.5 M10x20 38 50
130A1 11 12 12.7 14 15 15.875 16 19 22 24 130 165 140 6.5 M10x25 48 60

KR 030

50D ... 130A1

KR 030 4.6



258

KR

31
.3

8

G7

H8

28

30

150

30
75

Ø
 9

0 
g6

10
75

5
0.5

10
1

45°

101

9
Ø 120

h91050 4
582

7573
206

35

M12x28
k632

Ø
 9

0 
g6

10
5

75

0.5

10
1

45°

101

9
Ø 120

h910

M12x28
k632

35

4 50 4
582

75
2

75
58
50

266

Ø
 9

0 
g6

10
5

75

0.5

10
1

45°

101

9
Ø 120

104 35

G
7

Ø
 3

2

35
174

2
110

Ø
 8

2

75
185

Ø
 9

0 
g6

10
5

75

0.5

45°

9
Ø 120

101

10
1

23

27

H
7

Ø
 3

0

Ø
 7

2

M6

12 Nm

KR 040... H KR 040... HF

KR 040... S

KR 040... LP KR 040... LPF

KR 040... SF

KR 040... LD KR 040... LDF

KR 040

1
4
6

N5 105

N3

Ø
 D

 F
7

53.553.5

Ø
 N

101

N4

4
5
°

Ø N1

N2

101

107

3
3
.5

6
7

33.5

67

39

4
7

9
4

19.519.5

4
7

9
4

39

M
6
x1

0

M
6
x1

0

N N1 N2 N3 N4 N5 Lmax

55A1 14 15.875 16 19 – – – 55.5 125.7 130 4 M6x15 39.5 50

80A2 14 15.875 16 19 – – – 80 100 130 4 M6x15 39.5 50

95A1 14 15.875 16 19 22 24 – 95 115 130 4 M8x20 39.5 50

110A1 14 15.875 16 19 22 24 – 110 130 130 4 M8x20 39.5 50

110B1 14 15.875 16 19 22 24 – 110 145 130 6.5 M8x20 49.5 60

114A 14 15.875 16 19 22 24 28 114.3 200 170 5.5 M12x25 69.5 80

130A 14 15.875 16 19 22 24 – 130 165 140 4 M10x20 39.5 50

130A1 14 15.875 16 19 22 24 28 130 165 140 4 M10x20 49.5 60

180A 14 15.875 16 19 22 24 28 180 215 190 5.5 M14x25 49.5 60

180A1 14 15.875 16 19 22 24 28 180 215 190 5.5 M14x25 69.5 80

KR 040

KR 040 12.8

55A1 ... 180A1

Please contact us for different motor adapters and input shaft bore.
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12 Nm

KR 040... H KR 040... HF

KR 040... S

KR 040... LP KR 040... LPF

KR 040... SF

KR 040... LD KR 040... LDF

KR 040

1
4
6

N5 105

N3

Ø
 D

 F
7

53.553.5

Ø
 N

101

N4

4
5
°

Ø N1

N2

101

107
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7
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4
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M
6
x1

0

M
6
x1

0

N N1 N2 N3 N4 N5 Lmax

55A1 14 15.875 16 19 – – – 55.5 125.7 130 4 M6x15 39.5 50

80A2 14 15.875 16 19 – – – 80 100 130 4 M6x15 39.5 50

95A1 14 15.875 16 19 22 24 – 95 115 130 4 M8x20 39.5 50

110A1 14 15.875 16 19 22 24 – 110 130 130 4 M8x20 39.5 50

110B1 14 15.875 16 19 22 24 – 110 145 130 6.5 M8x20 49.5 60

114A 14 15.875 16 19 22 24 28 114.3 200 170 5.5 M12x25 69.5 80

130A 14 15.875 16 19 22 24 – 130 165 140 4 M10x20 39.5 50

130A1 14 15.875 16 19 22 24 28 130 165 140 4 M10x20 49.5 60

180A 14 15.875 16 19 22 24 28 180 215 190 5.5 M14x25 49.5 60

180A1 14 15.875 16 19 22 24 28 180 215 190 5.5 M14x25 69.5 80

KR 040

KR 040 12.8

55A1 ... 180A1
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14.7.1 GEARBOX WITHOUT MOTOR ADAPTER

L1

D
2

L4

 
D

5

L2

Ø
 D

 F
7

L
5

3
0
°

30°

 

D
3

D4

D
1

L3

D1 D2 D3 D4 D5 L1 L2 L3 L4 L5 

KR 010

6 6.35 7 32.5 50 42.5 M4x8 M4 28 13.5 3 8.5 8

1.0
8 9 9.52 10 32.5 50 42.5 M4x8 M4 28 13.5 3 8.5 9

11 12 12.7 35.5 50 42.5 M4x8 M4 23 13.5 3 8.5 11

14 35.5 50 42.5 M4x8 M4 25 15.5 3 8.9 11.5

KR 020

8 9 9.52 38 68 76.5 M6x10 M6 36.3 26.3 9.5 18.8 10.5

2.0
11 12 12.7 43 68 76.5 M6x10 M6 36.3 26.3 9.5 18.8 12.5

14 15.875 16 17 48 68 76.5 M6x10 M6 36.3 26.3 9.5 18.8 14.5

19 19.05 51 68 76.5 M6x10 M6 36.3 26.3 9.5 18.8 16.5

KR 030

11 12 12.7 43 90 98 M6x15 M6 35 19.5 7.6 12.1 12.5

3.5
14 15 15.875 16 48 90 98 M6x15 M6 35 19.5 7.6 12.1 14.5

19 51 90 98 M6x15 M6 35 19.5 7.6 12.1 16.5

22 24 56.5 90 98 M6x15 M6 37 21.5 7.6 12.1 19

KR 040

14 15.875 16 48 113 125.5 M8x15 M6 46 27.5 6 20 14.5

10.0
19 51 113 125.5 M8x15 M6 46 27.5 6 20 16.5

22 24 56.5 113 125.5 M8x15 M6 47.5 29 6 20 19

28 67 113 125.5 M8x15 M8 47.5 29 6 20 22.5

FM
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14.7.2 MACHINE SHAFT

Shaft of driven equipment should be made from high grade alloy steel. Table below shows recommended dimensions for the Customer to 
consider when designing mating shaft. A device retaining the shaft axially is also recommended (not shown).
The number and size of relative tapped holes at shaft end depend on application requirements.

0.8 0.8

B1

A
1

A
2

A
3

A
4

RMAX

B2

B

S

15°

S

0.8 0.8

B1
A

1

A
2

A
3

A
4

RMAX

B2

B

S
15°

D C EC

H

A1 A2 A3 A4 B B1 B2 RMAX S

KR 010 ≥ 15 11 h7 9.5 10 h6 99 13 70 0.5

1
KR 020 ≥ 20 16 h7 14.5 15 h6 122 18 83 0.2

KR 030 ≥ 30 22 h7 19.5 20 h6 149 23 100 0.5

KR 040 ≥ 40 32 h7 29.5 30 h6 173 33 104 0.5

A1 A2 A3 A4 B B1 B2 C D E RMAX
 

 
UNI 6604

S

KR 030 ≥ 26 18 h7 17 18 h7 129 18 90 32 2 2 0.5 6x6x25 A
1

KR 040 ≥ 36 28 h7 27 28 h7 149 28 90 50 2 2 0.5 8x7x35 A

NB: The choice of driven shaft with a UNI 6604 key as described introduces increased backlash into the application compared to that 
achieved by a configuration with just the gearbox (ϕS ≤ 8’).




