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Precision Planetary Gearboxes

14.1	 VERSIONS

Solid shaft
LP LPF LD LDF

single extension single extension + flange double extension double extension + flange

Hollow shaft
H HF S SF

keyed 
(KR 030...KR 040)

keyed shaft + flange 
(KR 030...KR 040)

with shrink disc with shrink disc + flange 

U VA

14.2	 MOUNTING POSITIONS

14.3	 COORDINATED SHAFT ROTATION
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14.4	 ORDERING CODE

OUTPUT SHAFT BEARINGS

	 standard

	 reinforced (KR 020 ... KR 040)

SB

HB

BACKLASH

ϕS ≤ 8'STD

DUTY

	 continuous duty

	 intermittent duty

S1

S5

MOTOR COUPLING

	 clamping deviceCD

INPUT SECTION

	            motor adapter

	            without motor adapter

25AH ... 180A1

FM

SERIES

KR

GEAR RATIO

1 52

VERSION

Solid shaft:

Hollow shaft: (KR 030 ... KR 040) (KR 030 ... KR 040)

LP

H

LD

S

LDF

SF

LPF

HF

MOUNTING POSITION

U VA

FRAME SIZE

010 030020 040

LUBRICANT

          standard

            food grade synthetic lubricant

–
UH1

INPUT SHAFT BORE
6 ... 28

KR 030 1 STD LP 60A CD 14 S1 U SB UH1




